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Continue:

Straight with narrow flange wire connectors with inspection hole,

Cat. Nos. 18683, 18684, 18630 through 18632, 18699, 18635 through 18637, 18680, 18686, 18640,
18641, 18644, 18694, 18645, 18646, 18695, 18693, 18649, 18650, 18651, 18653 through 18656,
18659 through 18661.

Angled-90 degree wire connectors,

Cat. Nos. 11510 through 11514, 11585, 11515 through 11518, 11520 through 11523, 11583, 11525
through 11528, 11584, 11530 through 11533, 11535 through 11539, 11540 through 11543, 11545
through 11548, 11549 through 11552, 11555 through 11557, 11560 through 11562.

Angled-90 degree with narrow flange wire connectors,

Cat. Nos. 18383, 18384, 18330, 18331, 18399, 18335 through 18337, 18380, 18386, 18340, 18341,
18344, 18394, 18345, 18346, 18395, 18393, 18349 through 18351, 18354 through 18356, 18359
through 18361.

Angled-90 degree with narrow flange wire connectors with inspection hole,

Cat. Nos. 18483, 18484, 18430, 18431, 18499, 18435 through 18437, 18480, 18486, 18440, 18441,
18444, 18494, 18445, 18446, 18495, 18493, 18449 through 18451, 18454 through 18456, 18459
through 18461.

Splicing wire connectors,
Cat. Nos. 13660 through 13670.

Py 724

Bruce Mahrenholz, Director North American Certification Program
uLLLC

Any information and documentation inv olving UL Mark services are provided on behalf of ULLLC (UL) or any authorized licensee of UL. For questions, please
i tive at H i

contact a local UL Ci Service Repr

Page 3 of 3



